
AirLite
The Difference is Size
Small and lightweight, the AirLite® weighs only
12 ounces and measures only 4.6 x 3 x 1.75 inches.
You can hold it in the palm of your hand.

The Difference is Simplicity
It’s ready for immediate use — no programming,
no battery charging. Just turn it on, calibrate, and sample.

The Difference is Alkaline Batteries
Powered by economical, disposable AA alkaline batteries,
the AirLite is always ready to use — no charging downtime.
The AirLite runs for over 8 hours.

The Difference is Sample Integrity
With a constant flow up to 3000 ml/min, the AirLite
compensates for changes in back pressure and temperature.
The bright LED indicates low battery and flow fault
assuring complete sample integrity.
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Performance Profile
Compensated
Flow Range: ............... 5 to 3000 ml/min, ±5%

Back Pressure
Range: ........................ below 1.5 L/min > 30 inches water

below 2.0 L/min > 20 inches water
below 2.5 L/min > 15 inches water
below 3.0 L/min > 10 inches water

Compensated
Temperature Range: .. 41 to 122 F (5 to 50 C)

Power: ......................... 3 standard AA alkaline batteries

Run time
(new batteries): .......... 8.5 hours @ 1 L/min, 25 inches

water back pressure
10 hours @ 2.5 L/min, 15 inches
water back pressure

Flashing LED
Indicator Functions: .. normal run, flow fault, low battery, less

than 1 hour run time remaining, pump
shutdown due to exhausted batteries,
pump shutdown due to flow fault

Case: ............. plastic, RFI-shielded

Dimensions: .. 4.6 x 3 x 2.2 in
(11.8 x 7.6 x 5.7 cm)
includes inlet and beltclip

Weight: .......... 12 oz (340 gm)

AirLite Sample Pump Cat. No. Quantity
AirLite Sample Pump, includes three AA
alkaline batteries and screwdriver set 110-100 ea
AirLite High Flow 5-pack Kit, includes five
each: AirLite sample pumps, cassette holders,
and screwdriver sets and one carry case 110-100K5 ea
Preloaded Cassettes for Asbestos Sampling Cat. No. Quantity
MCE, 0.8 µm, 25 mm, carbon-filled black 225-321 50
polypropylene assembled with cowl,
tapered-end style for PCM analysis

MCE, 0.8 µm, 25 mm, carbon-filled black 225-321A 50
polypropylene, assembled with cowl,
tapered-end style with stand-up plug in
outlet end for PCM analysis
MCE, 0.45 µm, 25 mm, with support and 225-327 50
5.0 µm diffuser pads, carbon-filled black
polypropylene, assembled with cowl,
tapered-end style for TEM analysis
Accessories Cat. No. Quantity
Protective Nylon Pump Pouch, with belt loop 224-902 ea
Area Cassette Stands, constructed of
aluminum and steel, the 5-ft Cassette Stand
telescopes to breathing zone height
when fully extended; holds 25- or 37-mm
cassettes. The 6-ft Cassette Stand contains a
clamp that holds only a 25-mm cassette at a 45°
angle for asbestos sampling 5-ft 228-503 ea

6-ft 228-504 ea

AirLite Sample Pump
Economical Sampling in Non-explosive Atmospheres
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The AirLite® Sample Pump is economically designed for personal sampling of asbestos, lead, and other airborne contaminants in non-
explosive atmospheres. Powered by economical, disposable AA alkaline batteries, the AirLite provides run times greater than 8 hours in
the 5 to 500 and 750 to 3000 ml/min flow ranges with full back pressure compensation. Automatic features ensure accurate air volumes,
while an internal sensor corrects flow for changes in temperature. The bright LED indicates pump and battery status. AirLite is small and
lightweight for easy attachment to a worker’s belt where it won’t interfere with worker movement.

Contact your SKC
representative today!
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